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M aterial Aboveground Storage Tank

Areo Power Unitized Fuder, Inc.

M ¢ t 103 Smithtown Boulevard
anuracturer Smithtown, New York 11787

SCOPE OF EVALUATION

The Aboveground Storage Tank manufactured by Areo Power Unitized Fueler, Inc. has been evauated
in accordancewith s. ILHR 10.415 (7) (b) of the Wisconsn Adminigrative Hammable and
Combustible Liquids Code.

DESCRIPTION AND USE

The Areo Power Unitized Fudler conssts of a horizontal cylindrical sted tank mounted on saddles
placed indde arectangular stedl containment dike. The units are intended for stationary ingtdlation. The
units are raised off the ground by sted channels or 1-beams attached to the bottom of the dike and
would typicaly beingaled on asolid surface. A stairway with handrail is provided to dlow accessto
the top of the tank for fueling and maintenance.
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TESTSAND RESULTS

The tank istested and listed by Underwriters Laboratories in accordance with ssandard UL 142. The
containment dikeisaso UL liged.

LIMITATIONS OF APPROVAL

The tank and dike system is gpproved in the following configurations as meeting the secondary
containment requirements of ss. ILHR 10.345 (1) and 10.415 (7)(a): 110 percent secondary
containment capacity with rainshields only; 125 percent secondary containment capacity with or without
ranshieds, and 150 percent secondary containment capacity with or without rainshields.

The dike shdl have integral meansfor the removd of ranwater in accordance withs. ILHR
10.345(1)(b).

The heads and the shdll above the rainshidlds shdl have atotd wal thickness of 7/16 inch. Thisis
deemed sufficient to meet the projectile protection requirement of s. ILHR 10.415 (7)(b).

Tanks up to 10,000 gdlons may be used for vehicle fueling in accordance withs. ILHR 10.415.

Compartmentalized tanks shal be constructed with a double bulkhead in accordance with UL standard
142. Thisinterdtitid space between compartments shal be monitored for lesks.

A sdill container shdl be provided at the fill opening in accordance with s. ILHR 10.415(12)(a).

Separate vehicle collision protection shal be provided by a barrier that meets the design requirements
goecifiedin s. ILHR 10.415(8)(a).

No attachments shdl be made to the tank which violate or void the UL listing.

The tank shdl be ingtdled to dlow full visud ingpection of the secondary containment system.

The ingdler shdl be certified by the department in accordance with ch.Comm. 5.

This gpprova will be valid through December 31, 2003, unless manufacturing modifications are made to

the product or are-examination is deemed necessary by the department. The Wisconsin Materid
Approva Number must be provided when plans that include this product are submitted for review.
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DISCLAIMER

The department isin no way endorang or advertising this product. This approva addresses only the

specified applications for the product and does not waive any code requirement not specified in this
document.

Reviewed by:

Approva Date: By:

Duane D. Hubdler
Mechanica Code Consultant
Program Development Bureau
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